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Desiccant Dryers

Construction: Zinc Body, Polycarbonate Bowl and Aluminum Guard

Helps Eliminates Condensation at Point of Use

Atmospheric Dew Point: -45°F

No Electrical Connection Necessary

Color Change of the Desiccant (Blue to Pink) Provides An Instant Status of the Compressed Air System
Total Minutes of Operation @ Continuous Air Flow: 120 Minutes

Maximum Supply Pressure: 150 psi (10.3 bar)

Maximum Temperature: 125°F

Bowl Maximum
Part No. NPT Size | Continuous Air Flow
MCWX06-25BG | 1/4 7 oz 5 SCFM

SCFM is based on dry desiccant at 100 psig and 70° F

Desiccant Dryers

Construction: Zinc Body, Polycarbonate Bowl and Aluminum Guard (BG) or Metal Bowl (M)
Helps Eliminates Condensation at Point of Use

Atmospheric Dew Point: -45°F

No Electrical Connection Necessary

Color Change of the Desiccant (Blue to Pink) Provides An Instant Status
of the Compressed Air System

. Total Minutes of Operation @ Continuous Air
Flow: X03 - 440 Minutes / X04 - 880 Bowl Maximum

Minutes Part No. NPT Size Continuous Air Flow

i 43 The MCWX04 Consists of 2 MCWX03 MCWX03-25 1/4 |15Qts 10 SCFM
B3 e | Assembled Together to Provide

e | 2 Twice the Drying Time, Double the MCWX04-25 1/4 | 1.5Qts 10 SCFM
- = Service Life & Double the Capacity

SCFM is based on dry desiccant at 100 psig and 70° F

Desiccant Dryers

Construction: Zinc Body, Aluminum 1 Qt. Bowl and Guard with Moisture Indicator
Helps Eliminates Condensation at Point of Use

Atmospheric Dew Point: -45°F

No Electrical Connection Necessary

Color Change of the Desiccant (Blue to Pink) Provides An Instant Status of the
Compressed Air System

Total Minutes of Operation @ Continuous Air Flow: 440 Minutes
Maximum Supply Pressure: 150 psi (10.3 bar)

[ Maximum Temperature: 150°F

Bowl Maximum
Part No. NPT Size Continuous Air Flow
MCWX25-50M 1/2 1Qt 25 SCFM

SCFM is based on dry desiccant at 100 psig and 70° F
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