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Electronic Timer Controlled Condensate Drains 
Condensate drains are an essential component for all compressed air systems. Compressor systems which do not properly drain the 
condensate can cause damage to components. Ideal for use on air receivers, filters, dryers, separators and drip legs. 

Part No. 
Connection Size 

FPT (In) Voltage Max. Pressure (psi) 
Drain Orifice 
Size (mm) 

TIMER CONTROLLED CONDENSATE DRAIN 

EAD-25 1/4 115 230  4.0 

EAD-33 3/8  115 230 4.0 

EAD-50 1/2  115 230 4.0 

HEAVY-DUTY TIMER CONTROLLED CONDENSATE DRAIN 

OPT-25 1/4 115 230  4.5  

OPT-33 3/8 115 230 4.5 

OPT-50 1/2 115 230 4.5 

DIGITAL TIMER CONTROLLED CONDENSATE DRAIN w/ INTEGRATED BALL VALVE STRAINER 

DCD-2550* 1/4F or 1/2M 115 300 4.0 

               EAD     OPT DCD 

** 

• UL and CE Approved 

• Solid State Timer  

• Digital Read-Outs (DCD) 

• On / Off Lights  
 

• Manual Test Switch 

• 6 Ft. Power Cord 

• Discharge Time Adjustable From: 
         0.5 to 10 Seconds (99 Hours for DCD) 

• Cycle Time Adjustable From:  
         0.5  to  45 Minutes  
         (99 Hours for DCD) 
 

• ABS  Fire Resistant Housing 

• Electrical Enclosure: IP65 NEMA 4  

• Operating Temperature : 34°F to 140°F 

• 2 Year Warranty  OPT 
         1 Year Warranty EAD 
          

*DCD Has a Dual Threaded Inlet Port   
** 2 Year Warranty When Installed with a Strainer Option 
 
Call Midwest Control or visit our website for: 
Other Available Pressures on the OPT and DCD Drains 
Other Available Voltages on the EAD and OPT Drains 
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