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Height Hex Wt. 

2-1/8” 11/16” 2.5 oz. 

Height Hex Wt. 

3.49” 7/8” 6.4 oz. 

SN     ASME  HARD SEAT SAFETY VALVE 
 
• Ideal for High Temperature Applications Where Large Flow is Required    

• Pressure Range: 50-350 PSI 

• Set Pressure Tolerances: ±3% of  Set Pressure 

• Maximum Temperature: 350˚F 

• Construction: All Brass with Stainless Steel Spring,  
         Ball  Sealing on Brass Seat 

• Stamped with UV and NB Symbols 

• Loc–Tite ® Vibra Seal Standard 

• Available Size: 1/2” 
 

SA     ASME  HARD SEAT SAFETY VALVE  
 
• Ideal for High Temperature i.e. After coolers & Intercoolers Where a Compact Size is Required   

• Pressure Range: 50 to 350 PSI 

• Set Pressure Tolerances:± 3% of  Set Pressure 

• Maximum Temperature: 350˚F 

• Construction: All Brass with 17-7 ph Stainless Steel Spring and Stainless Steel Ball  
         Seating on Brass Seat 

• Stamped with UV and NB Symbols 

• Loc–Tite ® Vibra Seal Standard 

• Available Sizes: 1/8”, 1/4”, 3/8” 
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PSIG ‘SA’ ‘SN’ PSIG ‘SA’ ‘SN’ 

25   205 172 420 

30 210 176 430 

35 215 180 440 

40 220 184 449 

45 225 188 459 

50 50 122 230 192 468 

55 54 132 235 196 478 

60 58 141 240 200 488 

65 62 151 245 203 497 

70 66 160 250 207 507 

75 70 170 255 211 517 

80 74 180 260 215 526 

85 77 189 265 219 536 

90 81 199 270 223 545 

95 85 209 275 227 555 

100 89 218 280 231 565 

105 93 228 285 235 574 

110 97 237 290 239 584 

115 101 247 295 243 594 

120 105 257 300 247 603 

125 109 266 305 251 613 

130 113 276 310 255 622 

135 117 286 315 259 632 

140 121 295 320 263 642 

145 125 305 325 267 651 

150 129 314 330 270 661 

155 133 324 335 274 671 

160 137 334 340 278 680 

165 140 343 345 282 690 

170 144 353 350 286 699 

175 148 363    

180 152 372    

185 156 382    

190 160 391    

195 164 401    

200 168 411    

 

Safety Valve Capacity Chart  
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