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Part No.   Hex 
(In) 

Dim (A) 
(In) 

Dim (B) 
(In) 

Max Flow  
Rate 

Wt.  
Oz. 

CTLD3838T 11/16 2.56 1.63 12 SCFM 2.7 

CTLD3850T 7/8 2.79 1.86 20 SCFM 4.3 

CTLD5038T 3/4 2.62 1.63 12 SCFM 2.8 

CTLD5050T 7/8 2.90 1.86 20 SCFM 4.2 

CTLD7550T 1.00 2.92 1.86 20 SCFM 4.4 

CTLD7575T 1-1/16 3.18 2.09 30 SCFM 7.2 

CTLD7510T 1-5/16 3.91 2.61 60 SCFM 12.4 

MPT 
Outlet 

(In) 
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Tube   
Inlet 
(In) 

3/8 

3/8 

1/2 

1/2 

3/4 

3/4 

3/4 

CTLD51650T 5/16 1/2 7/8 2.79 1.86 20 SCFM 4.3 

CTLD5075T 1/2 3/4 1-1/16 3.06 2.09 30 SCFM 3.9 

IN - TANK CHECK VALVES CTLD  SERIES (Compression Inlet) 
 

• Construction: C360 Machined One Piece Brass Body, 302 Stainless Steel Spring and  
         15% Glass Filled Teflon Poppet 

• Valves are 100% Tested for Backflow Leakage Performance 

• 1 psi Cracking Pressure 

• Maximum Pressure: 500 psi 

• Maximum Temperature: 450 F 

• 1/8” NPT Tapped Port is Standard 

• 1/2” & Above Are Repairable  

• Everseal 483 Sealant Standard 
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