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Miscellaneous Condensate Drains 
Condensate drains are an essential component for all compressed air systems. Compressor systems which do not properly drain 
the condensate can cause damage to components. Ideal for use on air receivers, filters, dryers, separators and drip legs. 

Intermittent-Duty Zero Air Loss 
Condensate Drain 

            Zero Air Loss  
         Condensate Drain 

Electronic Timer Controlled  
    Condensate Drain 
 

     Electronic Timer Controlled     
     Motorized  Condensate Drain  

• Ideal for Use on 
         Air Filters 

• No Electricity Required 

• Die Cast Aluminum  Body 

• Stainless Steel Ball Float 

• 1 Year Warranty 

• Ideal for Use on 
         Refrigerated Dryers 
         and Air Filters 

• Visual Data Display 

• Built-In Strainer 

• Rated for 3000 SCFM 

• Manual Test Switch 

• 1 Year Warranty 
 

• Compact Size 

• Ideal for Use on Air Filters 

• Brass Valve Body 

• Solid State Timer 

• ABS  Fire Resistant Housing 

• Electrical Enclosure: IP65 
NEMA 4  

• Yellow On Light 

• Discharge Time; 2 Sec. Fixed  

• Cycle Time Adjustable From: 
         1  to   120 Min.  

• Manual Test Switch 

• 1 Year Warranty 
 

• Ideal for Use on Air Receivers, 
         Dryers, Separators and Drip Legs                         

• 1/2” Stainless Steel  Ball Valve 

• ABS  Fire Resistant Housing 

• Electrical Enclosure: IP65 NEMA 4 

• Indicating Lights, Valve Open & 
Program Button 

• Discharge Time Adjustable From:  
         3.5 to 15 Seconds 

• Cycle Time Adjustable From: 
         4 Min. to 24 Hrs. 

• Battery Back-Up  

• Manual Test Switch 

• 1 Year Warranty 
 

Part No. Connection Size 
FPT (In) 

Voltage Max. Pressure 
(psi) 

Operating Tem-
perature Range  

Power Cord 

ZERO AIR LOSS CONDENSATE DRAIN 

AFD-50 1/2 N/A 300 200°F N/A 

SG SMART GUARD PRO ZERO AIR LOSS CONDENSATE DRAIN 
SG-3000A1 1/2 and 1/4 M 115 230 34°F - 122°F 6’ 

COMPACT TIMER CONTROLLED CONDENSATE DRAIN    
TEC-1112 1/8 115 230 34°F - 140°F 6’ 

TEC-44 SERIES MOTORIZED BALL VALVE  CONDENSATE DRAIN 
TEC-4450 1/2 

115 720  

34°F - 140°F 6’ 

TEC-4475 3/4 34°F - 140°F 6’ 

TEC-4410 1 34°F - 140°F 6’ 

               AFD-50 SG-3000A1                      TEC –1112              TEC-44 
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