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SRV25-VSS ASME SOFT SEAT STAINLESS STEEL SAFETY VALVE 
 
Applications: Small Air Compressors with High Flow Requirements 
 

• Pressure Range: 25 to 450 psi 

• Set Pressure Tolerances: ± 3% of Set Pressure 

• Temperature Range: -65 F to 400 F 

• Construction: Seat Cap and Piston (ASTM A582 )Stainless Steel, 17-7 Stainless 
Steel Spring and Viton Seal 

• Bubble Tight to Within 5 psig for Set pressure 50 psig or Less, Bubble Tight to 
Within 10% for Set Pressures Greater than 50 psig. 100% Testing or 2.5 AQL 
Sample Testing, Conforming to AP1 527 

• Stamped with the UV and NB Symbols 

• Available Size: 1/4” Part No. Height 
(In) 

Hex 
(In) 

Wt. 
Lbs. 

SRV25-VSS 1.75 11/16 0.150 

SRV390-VSS ASME SOFT SEAT STAINLESS STEEL SAFETY VALVE 
 
Applications: Standard Flow Capacities 
 

• Pressure Range: 25 to 300 psi 

• Set Pressure Tolerances: 3% of Set Pressure 

• Temperature Range: -65 F to 400 F 

• Construction: Seat Cap and Piston (ASTM 582) Stainless Steel, 17-7 Stainless Steel 
Spring and Viton Seal 

• Bubble Tight to Within 5 psig for Set pressure 50 psig or Less, Bubble Tight to Within 
10% for Set Pressures Greater than 50 psig. 100% Testing or 2.5 AQL Sample Testing, 
Conforming to AP1 527 

• Stamped with the UV and NB Symbols 

• Available Size: 1/2” Height 
(In) 

Hex 
(In) 

Wt. 
Lbs. 

2.69 7/8 .281 

Part No. 

SRV390-VSS 
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Safety Valve Capacity Chart  

PSIG 
SRV 

18/25/38 SRV390 

 

PSIG 
SRV 

18/25/38 SRV390 

25 31 66 285 242 508 

30 35 73 290 246 517 

35 39 82 295 251 525 

40 43 90 300 255 534 

45 47 99 305 259 

50 51 108 310 263 

55 55 116 315 267 

60 59 125 320 271 

65 63 133 325 275 

70 67 142 330 279 

75 71 150 335 283 

80 75 159 340 287 

85 80 167 345 291 

90 84 176 350 295 

95 88 184 360 303 

100 92 193 370 312 

105 96 201 380 320 

110 100 210 390 328 

115 104 218 400 336 

120 108 227 410 344 

125 112 235 420 352 

130 116 244 430 360 

135 120 252 440 369 

140 124 261 450 377 

145 128 270  

150 132 278 
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